GENERAL NOTES

A. THE CONTRACTOR SHALL ACCEPT THE SITE IN ITS PRESENT CONDITION FOR DEMOLITION AND PROPOSED SCOPE. PROTECT THE AREA OF THE PROJECT INCLUDING ALL STRUCTURES, BOTH SURFACE & SUBSURFACE, TREES, BRUSH. ANY DAMAGE AS A RESULT OF CONSTRUCTION SHALL BE REPAIRED TO EXISTING OR BETTER CONDITION.

B. ALL DEMOLITION MATERIAL SHALL BE REMOVED FROM THE SITE BY THE CONTRACTOR.

C. ALL EXISTING IMPROVEMENTS OF ANY KIND WILL BE FULLY PROTECTED FROM DAMAGE DURING THE PROJECT DURATION. THE CONTRACTOR SHALL PROVIDE ADEQUATE DAILY PROTECTION WHICH SHALL CONFORM TO THE APPLICABLE CONSTRUCTION SAFETY ORDERS OF THE DIVISION OF INDUSTRIAL SAFETY OF THE STATE OF CALIFORNIA. THE CONTRACTOR SHALL ALWAYS COMPLY WITH OSHA REQUIREMENTS.

D. CONTRACTOR TO PROVIDE ADEQUATE SAFETY MEASURES TO PROTECT STUDENTS AND STAFF DURING CONSTRUCTION DURATION. PROJECT TO BE CONSTRUCTED IN ORDER TO COMPLETE BUILDINGS NOTED AS HIGHER PRIORITY TO MINIMIZE CAMPUS DISRUPTION.
REMOVE EXISTING VERTICAL MOUNTED FASCIA TILES AND REPLACE WITH METAL FASCIA PANEL SYSTEM, REFER TO LEGEND & IMAGES THIS SHEET FOR VARYING FIELD CONDITIONS, SEE GENERAL NOTES

CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

ANY DISCREPANCIES DISCOVERED DURING DEMOLITION & CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.

A. CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

B. EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

C. EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

D. EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

GENERAL NOTES

A. CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

B. EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

C. EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

D. EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.
KEYNOTES

PREVIOUS EXISTING UPRIGHT MOUNTED FASCIA TILES AND PROPOSED METAL FASCIA PANELS PER SPECIFICATION. REFER TO LEGEND & IMAGES THIS SHEET FOR VARYING FIELD CONDITIONS, SEE GENERAL NOTES

CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

ANY DISCREPANCIES DISCOVERED DURING DEMOLITION & CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.

LEGEND

A. PREVIOUS EXISTING TWO TILE FASCIA WITH TWO PIECE COPING AT TOP OF TILES. INSTALL IN PLACE NEW VERTICAL MOUNTED METAL FASCIA PANEL PER SPECIFICATION, SEE DETAIL

B. PROPOSED NEW METAL FASCIA PANELS TO REPLACE EXISTING TWO TILE FASCIA WITH TWO PIECE COPING AT TOP OF TILES AND INSTALL IN PLACE NEW VERTICAL MOUNTED METAL FASCIA PANEL PER SPECIFICATION, SEE DETAIL

GENERAL NOTES

A. CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS

B. EXISTING LAWN AND LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

C. EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

D. THIS DRAWING IS AN INSTRUMENT OF PROFESSIONAL SERVICES, IS NOT TO BE USED IN WHOLE OR IN PART, FOR ANY OTHER PROJECT WITHOUT PRIOR WRITTEN AUTHORIZATION.
KEYNOTES

1. REMOVE EXISTING VERTICAL MOUNTED FASCIA TILES AND REPLACE WITH METAL FASCIA PANEL SYSTEM, REFER TO LEGEND & IMAGES THIS SHEET FOR VARYING FIELD CONDITIONS, SEE GENERAL NOTES.

2. CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

3. EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

4. EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

5. ANY DISCREPANCIES DISCOVERED DURING DEMOLITION & CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.

LEGEND

A. LEGEND (SECOND LEVEL) REMOVE EXISTING TWO TILE FASCIA WITH TWO PIECE COPING AT TOP OF TILES, INSTALL IN PLACE NEW VERTICAL MOUNTED METAL FASCIA PANEL PER SPECIFICATION, SEE DETAIL 4 / A800.

GENERAL NOTES

A. CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

B. EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

C. EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

D. ANY DISCREPANCIES DISCOVERED DURING CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.
KEYNOTES

- REMOVE EXISTING VERTICAL MOUNTED FASCIA TILES AND REPLACE WITH METAL FASCIA PANEL SYSTEM, REFER TO LEGEND & IMAGES THIS SHEET FOR VARYING FIELD CONDITIONS, SEE GENERAL NOTES

- CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.
- EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.
- EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.
- ANY DISCREPANCIES DISCOVERED DURING DEMOLITION & CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.

A. REMOVE EXISTING TWO TILE FASCIA WITH TWO PIECE COPING AT TOP OF TILES, INSTALL IN PLACE NEW VERTICAL MOUNTED METAL FASCIA PANEL PER SPECIFICATION, SEE DETAIL

B. TWO PIECE COPING AT TOP OF CMU WALL, MATCH COPING TO METAL FASCIA COPING, SEE EXISTING CONDITION

C. REMOVE EXISTING TWO PIECE COPING SET TO TOP OF TILES WITH TWO PIECE METAL FASCIA PANEL, REPLACE WITH METAL FASCIA PANEL PER SPECIFICATION, SEE DETAIL.
KEYNOTES

REMOVE EXISTING VERTICAL MOUNTED FASCIA TILES AND REPLACE WITH METAL FASCIA PANEL SYSTEM, REFER TO LEGEND & IMAGES THIS SHEET FOR VARYING FIELD CONDITIONS, SEE GENERAL NOTES

CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

ANY DISCREPANCIES DISCOVERED DURING DEMOLITION & CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.

A. B. C. D.

LEGEND

(ADMINISTRATION BLDG. TYP. DEMO FIELD CONDITIONS)

(ADMINISTRATION BLDG. TYP. DEMO FIELD CONDITIONS)

(ADMINISTRATION BLDG. TYP. DEMO FIELD CONDITIONS)

(ADMINISTRATION BLDG. TYP. DEMO FIELD CONDITIONS)

GENERAL NOTES

A. CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

B. VERTICAL MOUNTED FASCIA WITH TWO PIECE COPING AT TOP OF TILES, INSTALL IN PLACE NEW VERTICAL MOUNTED METAL FASCIA PANEL PER SPECIFICATION, SEE DETAIL (SECOND LEVEL) REMOVE EXISTING TWO TILE FASCIA WITH TWO PIECE COPING AT TOP OF TILES, INSTALL IN PLACE NEW VERTICAL MOUNTED METAL FASCIA PANEL PER SPECIFICATION, SEE DETAIL (FIRST LEVEL) REMOVE EXISTING SINGLE TILE FASCIA WITH SINGLE PIECE COPING AT TOP OF TILES, INSTALL IN PLACE NEW VERTICAL MOUNTED METAL FASCIA PANEL PER SPECIFICATION.

D. REMOVE EXISTING VE
GENERAL NOTES

CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS. EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED. EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS. ANY DISCREPANCIES DISCOVERED DURING DEMOLITION & CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.
KEYNOTES

2.78

REMOVE EXISTING VERTICAL MOUNTED FASCIA TILES AND REPLACE WITH METAL FASCIA PANEL SYSTEM, REFER TO LEGEND & IMAGES THIS SHEET FOR VARYING FIELD CONDITIONS, SEE GENERAL NOTES

CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

ANY DISCREPANCIES DISCOVERED DURING DEMOLITION & CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.

LEGEND

TYP. 2.78

TYP. 2.78

TYP. 2.78

TYP. 2.78

A

B

C

D

E

F

G

H

I

J

K

L

M

N

O

P

Q

R

S

T

U

V

W

X

Y

Z

A

B

C

D

E

F

G

H

I

J

K

L

M

N

O

P

Q

R

S

T

U

V

W

X

Y

Z

GENERAL NOTES

A. CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

B. EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

C. EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

D. ANY DISCREPANCIES DISCOVERED DURING CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.
REMOVE EXISTING VERTICAL MOUNTED FASCIA TILES AND REPLACE WITH METAL FASCIA PANEL SYSTEM, REFER TO LEGEND & IMAGES THIS SHEET FOR VARYING FIELD CONDITIONS, SEE GENERAL NOTES

CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

ANY DISCREPANCIES DISCOVERED DURING DEMOLITION & CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.

KEYNOTES

LEGEND

REMOVE EXISTING SINGLE TILE FASCIA & CMU SINGLE PIECE COPING AT TOP OF TILES, INSTALL IN PLACE NEW VERTICAL MOUNTED METAL FASCIA PANEL & NEW COPING PER SPECIFICATION, SEE 16/A800

GENERAL NOTES

A. CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

B. EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE DURING CONSTRUCTION.

C. EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

D. ANY DISCREPANCIES DISCOVERED DURING CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.

PROPOSED ROOF PLAN - FIELD HOUSE 'A' TRAINING BUILDING (PRIORITY 8 & 9)
KEYNOTES

REMOVE EXISTING VERTICAL MOUNTED FASCIA TILES AND REPLACE WITH METAL FASCIA PANEL SYSTEM, REFER TO LEGEND & IMAGES THIS SHEET FOR VARYING FIELD CONDITIONS, SEE GENERAL NOTES

CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

EXISTING LAWN & LANSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBLITERATED, SAFE AND USABLE BY OCCUPANTS.

ANY DISCREPANCIES DISCOVERED DURING DEMOLITION & CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.

A.

B.

C.

D.

102' - 0"

66' - 0"

2.78

2.78

A

B

MUSIC BUILDING - ROOF PLAN (ALTERNATE BID)

MERCED COLLEGE

FASCIA TILE REPLACEMENT

3600 M. ST.

MERCED, CA. 95348

BID PACKAGE

CD

04/29/2022

22-12275

TETER, LLP

ARCHITECTS ENGINEERS CONNECTED

PLOT DATE:

04/27/2022 7:26:29 AM

A580

FRESNO HEADQUARTERS

VISALIA l BAKERSFIELD l MODESTO l SAN LUIS OBISPO

A800

TETER, LLP

ARCHITECTS ENGINEERS CONNECTED

PLOT DATE:

04/27/2022 7:26:29 AM

A580

FRESNO HEADQUARTERS

VISALIA l BAKERSFIELD l MODESTO l SAN LUIS OBISPO

A800

TETER, LLP

ARCHITECTS ENGINEERS CONNECTED

PLOT DATE:

04/27/2022 7:26:29 AM

A580

FRESNO HEADQUARTERS

VISALIA l BAKERSFIELD l MODESTO l SAN LUIS OBISPO

A800

TETER, LLP

ARCHITECTS ENGINEERS CONNECTED

PLOT DATE:

04/27/2022 7:26:29 AM

A580

FRESNO HEADQUARTERS

VISALIA l BAKERSFIELD l MODESTO l SAN LUIS OBISPO

A800

TETER, LLP

ARCHITECTS ENGINEERS CONNECTED

PLOT DATE:

04/27/2022 7:26:29 AM

A580

FRESNO HEADQUARTERS

VISALIA l BAKERSFIELD l MODESTO l SAN LUIS OBISPO

A800

TETER, LLP

ARCHITECTS ENGINEERS CONNECTED

PLOT DATE:

04/27/2022 7:26:29 AM

A580

FRESNO HEADQUARTERS

VISALIA l BAKERSFIELD l MODESTO l SAN LUIS OBISPO

A800

TETER, LLP

ARCHITECTS ENGINEERS CONNECTED

PLOT DATE:

04/27/2022 7:26:29 AM

A580

FRESNO HEADQUARTERS

VISALIA l BAKERSFIELD l MODESTO l SAN LUIS OBISPO

A800

TETER, LLP

ARCHITECTS ENGINEERS CONNECTED

PLOT DATE:

04/27/2022 7:26:29 AM

A580

FRESNO HEADQUARTERS

VISALIA l BAKERSFIELD l MODESTO l SAN LUIS OBISPO

A800

TETER, LLP

ARCHITECTS ENGINEERS CONNECTED

PLOT DATE:

04/27/2022 7:26:29 AM

A580

FRESNO HEADQUARTERS

VISALIA l BAKERSFIELD l MODESTO l SAN LUIS OBISPO

A800

TETER, LLP

ARCHITECTS ENGINEERS CONNECTED

PLOT DATE:

04/27/2022 7:26:29 AM

A580

FRESNO HEADQUARTERS

VISALIA l BAKERSFIELD l MODESTO l SAN LUIS OBISPO

A800

TETER, LLP

ARCHITECTS ENGINEERS CONNECTED

PLOT DATE:
KEYNOTES

REMOVE EXISTING VERTICAL MOUNTED FASCIA TILES AND REPLACE WITH METAL FASCIA PANEL SYSTEM, REFER TO LEGEND & IMAGES THIS SHEET FOR VARYING FIELD CONDITIONS, SEE GENERAL NOTES

CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

ANY DISCREPANCIES DISCOVERED DURING DEMOLTION & CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.

A.  B.  C.  D.

TO REMOVE EXISTING TWO TILE FASCIA WITH TWO PIECE COPING AT TOP OF TILES, INSTALL IN PLACE NEW VERTICAL MOUNTED METAL FASCIA PANEL PER SPECIFICATION, SEE DETAIL 4/A800

FRESNO HEADQUARTERS
VISALIA  l  BAKERSFIELD  l  MODESTO  l  SAN LUIS OBISPO
ARCHITECTS ENGINEERS CONNECTED LLP

DRAWING TITLE
PROJECT NO.
DRAWING
DATE
DESCRIPTION MARK

property rights in these copyright and other reserves its common law Teter, LLP expressly instrument of professional incorporated herein, as an ideas and designs plans. This document, the prior written authorization. any other project without in whole or in part, for service, is not to be used

1/6" = 1'-0" 8PROPOSED ROOF PLAN  - THEATER BUILDING (ALT. BID)

THEATER BUILDING - ROOF PLAN (ALTERNATE BID)
MERCED COLLEGE
FASCIA TILE REPLACEMENT
3600 M. ST.
MERCED, CA. 95348
BID PACKAGE
CD

THEATER BUILDING SOUTH SIDE 1ST STORY
THEATER BUILDING WEST SIDE 1ST STORY
THEATER BUILDING EAST SIDE 1ST STORY
THEATER BUILDING NORTH SIDE 1ST STORY

PROPOSED ROOF PLAN - THEATER BUILDING (ALT. BID)
KEYNOTES

1. REMOVE EXISTING VERTICAL MOUNTED FASCIA TILES AND REPLACE WITH METAL FASCIA PANEL SYSTEM, REFER TO LEGEND & IMAGES THIS SHEET FOR VARYING FIELD CONDITIONS, SEE GENERAL NOTES

CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND DIMENSIONS.

EXISTING LAWN & LANDSCAPING TO REMAIN AND BE PROTECTED IN PLACE. DAMAGE INCURRED DURING CONSTRUCTION SHALL BE REPAIRED.

EXISTING ACCESSIBLE PATH OF TRAVEL TO ALL FACILITIES AND BUILDINGS THAT ARE OPERATIONAL DURING CONSTRUCTION PHASE SHALL REMAIN UNOBSTRUCTED, SAFE AND USABLE BY OCCUPANTS.

ANY DISCREPANCIES DISCOVERED DURING DEMOLITION & CONSTRUCTION TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.